
Used when high accuracy of machining is needed.
For use on lathes, rotary  tables, indexing heads, etc.
         Standard accessories:

1 set of hard sectional jaws
(master+hard top reverible)
1 wrench
1 set of mounting screws.

Optional  accessories:

1 set of soft top jaws
1 set of outside hard solid jaws
1 set of inside hard solid jaws

  D1 D2 D3 H1 h       z-d         Kg
     Net wt.
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95

100

130

130
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165
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440
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290
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30

45

45
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100

100

130

130
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109
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136

156.5

156.5
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220.5
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80
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90
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100

100

115

135

4

5

5

5

5

5

8

5

6

6

6

6

6

6

6

125

130

160

165
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200

240

250

315

320

325
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400

500

630

3-M8

3-M8

3-M8

3-M8

3-M10

3-M10

3-M12

3-M12

3-M16

3-M16

3-M16

3-M16

3-M16

6-M16

6-M16

5

5.6

8.8

9.8

13.8

15.5

25

26

50

53

66

66

85

119

125

K12-125A

K12-130A

K12-160A

K12-165A

K12-190A

K12-200A

K12-240A

K12-250A

K12-315A

K12-320A

K12-325A

K12-380A

K12-400A

K12-500A

K12-630A

K12 SERIES  
FOUR-JAW SELF-CENTERING CHUCKS(2-PIECE JAW)

SPECIFICATIONS
UNIT:mm

Dimention for K12 direct mounting type,please see K11direct mounting type.
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